Installation Manual 


This is the user's manual for Chieftec's High Performance Case. This manual will be able to guide you throughout all the specific features provided by 
Chieftec's fantastic designs. As 100% assurance of enjoying your satisfactory installation. Please feel free to contact us via <info@chieftec.com> 
Tel. No. : +886 2 2659 4659 Fax No. : +886 2 2659 4596 
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1. 

Unscrew the side 
panel from rear panel 

' either using 

screwdriver or tool- 

free thumbscrew. 


Ds 
Lockable side panel 
forincreased 


m Security. 


3. 

To Remove the side 
panel, push the door 
4 latch and swing the 
door through 90 
degrees. 


4. 

Pullout the both 
5.25"plastic & 
internal metal covers 
as illustrated. 


5. 

16 pieces smart 
screws are provided 
on the horizontal bar 
for CD-rom 
installation. 


6. 

Fix the smart screws 
on the both sides of 
the CD-ROM. 


7. 


Slide the CD-ROM 
into driver bay until it 
clicks into place. 


8. 

For quick and easy 
removal, pull the 
smart clip upwards 
and then push the 
CD-rom out. 


9. 

Fix the screwless 
slide rails to each side 
of the HDD driver by 


simply pushing them 
| on. 


| 10. 


Now Push the HDD 


' driver into its bay 
| until it clicks into 


place. 


11. 

The Floppy drive can 
be fixed into place 
with the premounted 
thumb screws. 


i2. 


) For quick release of 


the PCI card blanking 
plates, pull the steel 
clip outwards. 


13% 

The front USB port 
cables are colour 
coded, Black for USB, 
yellow for Audio and 
Blue for 1394. 


14. 

There are 2x90mm 
fan vents & air-vent 
in side panel to 
maximise CPU & PCI 
card heat loss. 


15. 
The optional 90mm 


fans on left side panel 
are secured by fixing 
rebet snaps or metal 
screws. 


16. 

The plastic fan tray 
which can take 
3x90mm fans can be 
removed with one 
screw. 


17. 

Up the optional 
3x90mm fans can be 
fixed into the fan tray 
with fixing screws. 


18. 

On the rear panel of 
chassis is a 1x120mm 
fan vent position by 
screwing. 


19. 
The Chassis feet can 
be removed if 


» Optional wheels are 


to be fitted by 
removing the fixing 
screws. 


20. 

The Optional wheels 
can be fitted by using 
two fixing screws on 
the bottom of the 
chassis. 


Einbau Anleitung 


Gratulation - dass Sie sich fur CHIEFTEC entschieden haben. Diese Anleitung soll Ihnen helfen, sich einen Uberblick ber die Funktionen Ihres neuen 
CHIEFTEC Gehauses zu verschaffen. Bei Fragen oder Anregungen wenden Sie sich bitte an <info@chieftec.com> 
Tel. No. : +886 2 2659 4659 Fax No. : +886 2 2659 4596 
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16. 

Praktische 1 
Schraubenfixierung 
fiir Lfterschacht 
(opt. drei 90mm 
Lufter) im 


1. 

Um das Gehduse zu 

offen, entfernen Sié 
die Randelschrauben 

| an der Rickseite. 


6. ~—— a pee 

Jeweils zwei Smart- |=. Floppylaufwerk in den 

Schrauben werden | 

links und rechts des Mound mit einer der 
vormontierten 


Laufwerks 
verschraubt. Randelschrauben 


fixieren. @_ Gehdauseinneren, zur 
* Kihlung von HDDs. 
2 7 125 17. 


Das Laufwerk wird in 
die Fuhrungsschiene 
# geschoben und nach 
einem horbaren 

| Einrasten ist die 
Installation fertig. 


Drei optionale 90mm 
Lifter finden im 
Lufterschacht Platz. 


+ Klipphalter fixiert bis 
zu sieben Steckkarten 
ohne dass geschraubt 
werdén muss. 


CHIEFTEC Gehause 
bieten mehr 

my ©Sicherheit durch ein 
abschlieBbares 
Seitenteil. 


3. 8. 13. 18. 
Bis zu sechs 3 1/2' Einfacher Anschliisse und Kabe! Neben der PC-99 I/O 
Festplatten finden im Entriegelungs- sind farbig Blende kann optional 


mechanismus 
erleichtert nicht nur 
Servicearbeiten. 


, Festplattenkafig Platz. 
Natutrlich konnen auch 
S-ATA. HDDS 
eingebaut werden. 


ein 120mm Lifter 
verschraubt werden. 


gekennzeichnet. 
Schwarz fiir USB, gelb 
fiir Audio, blauKabel 
fiir Firewire 1394. 


19. 

Optional kénnen 
Rollen am Gehause 

) angebracht werden. 
| Das Gehause auf den 
Kopf stellen und die 
FuBe entfernen. 


4, 
Praktische 
Griffmulden fur ein 
einfaches Entfernen 
der Blenden. Danach 
kann die EMV- 
Abschirmung gelost 
werden. 

5. 
Insgesamt 16 Smart- 
Schrauben, fiir den 
Einbau von 
Laufwerken, sind im 
Quertrager 
vormontiert. 


9. 
Patentierte Schienen 


technologie 
ermoglicht 
werkzeuglosen HDD 
Einbau. Schienen 
werden einfach 
eingeklickt. 
10. 
Die Festplatten 
werden in den 
Fihrungsschacht | 
geschoben, bis ein 
deutliches Einrasten 
zu horen ist. } 


14. 
Optimale thermische 


Kihlung durch zwei 
90mm Liftungsgitter 
in beiden 
Seitenteilen. 


20. 

Die optionalen Rollen 
werden mit Hilfe von 
zwei Schrauben am 
Unterboden des 
Gehauses montiert. 


B15. 

i Zwei weitere 
optionale 90mm 
Lufter kGnnen am 
linken Seitenteil 
verschraubt oder 
genietet werden. 


